
1.5 CU/XLPE/LSZH 880 120 CU/XLPE/LSZH 42,922

2.5 CU/XLPE/LSZH 1,234 150 CU/XLPE/LSZH 52,704

4 CU/XLPE/LSZH 1,798 185 CU/XLPE/LSZH 65,899

6 CU/XLPE/LSZH 2,526 240 CU/XLPE/LSZH 86,326

10 CU/XLPE/LSZH 4,005 300 CU/XLPE/LSZH 108,041

16 CU/XLPE/LSZH 6,112 400 CU/XLPE/LSZH 137,927

25 CU/XLPE/LSZH 9,483 500 CU/XLPE/LSZH 173,584

35 CU/XLPE/LSZH 12,930 630 CU/XLPE/LSZH 223,858

50 CU/XLPE/LSZH 17,339 800 CU/XLPE/LSZH 285,731

70 CU/XLPE/LSZH 24,783 1000 CU/XLPE/LSZH 359,567

95 CU/XLPE/LSZH 34,126

1.5 CU/XLPE/LSZH 1,870 1.5 CU/XLPE/LSZH 2,493

2.5 CU/XLPE/LSZH 2,608 2.5 CU/XLPE/LSZH 3,567

4 CU/XLPE/LSZH 3,778 4 CU/XLPE/LSZH 5,281

6 CU/XLPE/LSZH 5,284 6 CU/XLPE/LSZH 7,496

10 CU/XLPE/LSZH 8,337 10 CU/XLPE/LSZH 12,005

16 CU/XLPE/LSZH 12,674 16 CU/XLPE/LSZH 18,428

25 CU/XLPE/LSZH 19,617 25 CU/XLPE/LSZH 28,710

35 CU/XLPE/LSZH 26,691 35 CU/XLPE/LSZH 39,234

50 CU/XLPE/LSZH 35,744 50 CU/XLPE/LSZH 52,694

70 CU/XLPE/LSZH 51,004 70 CU/XLPE/LSZH 75,590

95 CU/XLPE/LSZH 70,121 95 CU/XLPE/LSZH 104,068

120 CU/XLPE/LSZH 88,320 120 CU/XLPE/LSZH 131,160

1.5 CU/XLPE/LSZH 3,183 1.5 CU/XLPE/LSZH 3,911

2.5 CU/XLPE/LSZH 4,622 2.5 CU/XLPE/LSZH 5,730

4 CU/XLPE/LSZH 6,922 4 CU/XLPE/LSZH 8,645

6 CU/XLPE/LSZH 9,901 6 CU/XLPE/LSZH 12,423

10 CU/XLPE/LSZH 15,976 10 CU/XLPE/LSZH 20,136

16 CU/XLPE/LSZH 24,644 16 CU/XLPE/LSZH 31,152

25 CU/XLPE/LSZH 38,514 25 CU/XLPE/LSZH 48,778

35 CU/XLPE/LSZH 52,742 35 CU/XLPE/LSZH 66,879

50 CU/XLPE/LSZH 70,935 50 CU/XLPE/LSZH 90,190

70 CU/XLPE/LSZH 102,049 70 CU/XLPE/LSZH 129,760

95 CU/XLPE/LSZH 140,581 95 CU/XLPE/LSZH 178,810

120 CU/XLPE/LSZH 177,449 120 CU/XLPE/LSZH 225,695

1%

5%

Caledonian: FTX300 1RZ1-R 1CX

VDE: N2XH 1CX

Cond. Size

(sqmm)
Description

Quotation

(USD/km)

VDE Part No.: N=Copper; 2X=XLPE; H=LSZH; C=Core; X=Conductor Size

Note: Caledonian Part No.: R=XLPE; Z1=LSZH; -R=IEC 60228 Class 2; C=Core; X=Conductor Size

VDE: N2XH 4CX

Cond. Size

(sqmm)
Description

Quotation

(USD/km)

VDE: N2XH 5CX

Cond. Size

(sqmm)
Description

Quotation

(USD/km)

UV Resistant Sheath

Hydrocarbon Resistant Sheath

Extra for Special Construction

Anti-Termite and

Anti-Rodent Sheath
6%

Cond. Size

(sqmm)
Description

Caledonian: FTX400 1RZ1-R 4CX Caledonian: FTX400 1RZ1-R 5CX

Quotation

(USD/km)

We can supply circular or compacted circular or shaped stranded conductors if required.

We can also supply grounding wire with G instead of C. (For example, 5G means 4C+E)

Caledonian Price List for 600/1000V Unarmoured XLPE Insulated LSZH Sheathed Cable

Certification：TUV SUD (Ready by Aug. 2017)       Standard: BS 8573

Caledonian: FTX300 1RZ1-R 1CX

Cond. Size

(sqmm)
Description

Quotation

(USD/km)

Caledonian: FTX400 1RZ1-R 2CX

Cond. Size

(sqmm)
Description

Quotation

(USD/km)

VDE: N2XH 1CX

VDE: N2XH 2CX

Caledonian: FTX400 1RZ1-R 3CX

VDE: N2XH 3CX


