
1.5 Cu/MGT/XLPE/LSZH 997 120 Cu/MGT/XLPE/LSZH 44,342
2.5 Cu/MGT/XLPE/LSZH 1,372 150 Cu/MGT/XLPE/LSZH 54,368
4 Cu/MGT/XLPE/LSZH 1,964 185 Cu/MGT/XLPE/LSZH 67,903
6 Cu/MGT/XLPE/LSZH 2,725 240 Cu/MGT/XLPE/LSZH 88,844

10 Cu/MGT/XLPE/LSZH 4,266 300 Cu/MGT/XLPE/LSZH 111,094
16 Cu/MGT/XLPE/LSZH 6,451 400 Cu/MGT/XLPE/LSZH 141,699
25 Cu/MGT/XLPE/LSZH 9,934 500 Cu/MGT/XLPE/LSZH 178,205
35 Cu/MGT/XLPE/LSZH 13,493 630 Cu/MGT/XLPE/LSZH 229,644
50 Cu/MGT/XLPE/LSZH 18,039 800 Cu/MGT/XLPE/LSZH 292,969
70 Cu/MGT/XLPE/LSZH 25,701 1000 Cu/MGT/XLPE/LSZH 368,528
95 Cu/MGT/XLPE/LSZH 35,304

1.5 Cu/MGT/XLPE/LSZH 2,127 1.5 Cu/MGT/XLPE/LSZH 2,862
2.5 Cu/MGT/XLPE/LSZH 2,904 2.5 Cu/MGT/XLPE/LSZH 3,999
4 Cu/MGT/XLPE/LSZH 4,130 4 Cu/MGT/XLPE/LSZH 5,802
6 Cu/MGT/XLPE/LSZH 5,701 6 Cu/MGT/XLPE/LSZH 8,120

10 Cu/MGT/XLPE/LSZH 8,875 10 Cu/MGT/XLPE/LSZH 12,819
16 Cu/MGT/XLPE/LSZH 13,367 16 Cu/MGT/XLPE/LSZH 19,487
25 Cu/MGT/XLPE/LSZH 20,528 25 Cu/MGT/XLPE/LSZH 30,113
35 Cu/MGT/XLPE/LSZH 27,826 35 Cu/MGT/XLPE/LSZH 40,983
50 Cu/MGT/XLPE/LSZH 37,150 50 Cu/MGT/XLPE/LSZH 54,866
70 Cu/MGT/XLPE/LSZH 52,847 70 Cu/MGT/XLPE/LSZH 78,425
95 Cu/MGT/XLPE/LSZH 72,486 95 Cu/MGT/XLPE/LSZH 107,708

120 Cu/MGT/XLPE/LSZH 91,155 120 Cu/MGT/XLPE/LSZH 135,527

1.5 Cu/MGT/XLPE/LSZH 3,670 1.5 Cu/MGT/XLPE/LSZH 4,455
2.5 Cu/MGT/XLPE/LSZH 5,196 2.5 Cu/MGT/XLPE/LSZH 6,352
4 Cu/MGT/XLPE/LSZH 7,620 4 Cu/MGT/XLPE/LSZH 9,369
6 Cu/MGT/XLPE/LSZH 10,743 6 Cu/MGT/XLPE/LSZH 13,258

10 Cu/MGT/XLPE/LSZH 17,081 10 Cu/MGT/XLPE/LSZH 21,158
16 Cu/MGT/XLPE/LSZH 26,091 16 Cu/MGT/XLPE/LSZH 32,393
25 Cu/MGT/XLPE/LSZH 40,443 25 Cu/MGT/XLPE/LSZH 50,290
35 Cu/MGT/XLPE/LSZH 55,153 35 Cu/MGT/XLPE/LSZH 68,649
50 Cu/MGT/XLPE/LSZH 73,936 50 Cu/MGT/XLPE/LSZH 92,245
70 Cu/MGT/XLPE/LSZH 105,964 70 Cu/MGT/XLPE/LSZH 132,209
95 Cu/MGT/XLPE/LSZH 145,622 95 Cu/MGT/XLPE/LSZH 181,724

120 Cu/MGT/XLPE/LSZH 183,487 120 Cu/MGT/XLPE/LSZH 228,968
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Description

Caledonian: FFX400 1mRZ1-R 4CX
Cond. Size

(sqmm) Description

We can supply circular or compacted circular or shaped stranded conductors if required.
We can also supply grounding wire with G instead of C. (For example, 5G means 4C+E)

Caledonian Price List for 600/1000V Unarmoured XLPE Insulated LSZH Sheathed Fire Resistant Cable
Standard adapted from BS 8573

Caledonian: FFX300 1mRZ1-R 1CX

Cond. Size
(sqmm) Description Quotation

(USD/km)

Caledonian: FFX400 1mRZ1-R 2CX

Cond. Size
(sqmm) Description Quotation

(USD/km)

Caledonian: FFX400 1mRZ1-R 3CX
Cond. Size

(sqmm)

Note: Caledonian Part No.: m=Mica glass tape; R=XLPE; Z1=Thermoplastic LSZH; -R=IEC 60228 Class 2; C=Core;
X=Conductor Size

Caledonian: FFX300 1mRZ1-R 1CX
Cond. Size

(sqmm) Description Quotation
(USD/km)

Caledonian: FFX400 1mRZ1-R 5CX

Quotation
(USD/km)

Quotation
(USD/km)

UV Resistant Sheath
Hydrocarbon Resistant Sheath

Extra for Special Construction
Anti-Termite and

Anti-Rodent Sheath 6%

Cond. Size
(sqmm) Description Quotation

(USD/km)
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