
1.5 CU/MGT/LSZH 690 1.5 CU/MGT/LSZH 756
2.5 CU/MGT/LSZH 1,084 2.5 CU/MGT/LSZH 1,193
4 CU/MGT/LSZH 1,653 4 CU/MGT/LSZH 1,792
6 CU/MGT/LSZH 2,381 6 CU/MGT/LSZH 2,593

10 CU/MGT/LSZH 3,906 10 CU/MGT/LSZH 4,233
1.5 CU/MGT/LSZH 733 16 CU/MGT/LSZH 6,583
2.5 CU/MGT/LSZH 1,112 25 CU/MGT/LSZH 10,201
4 CU/MGT/LSZH 1,690 35 CU/MGT/LSZH 14,041
6 CU/MGT/LSZH 2,438 50 CU/MGT/LSZH 19,957

10 CU/MGT/LSZH 4,021 70 CU/MGT/LSZH 27,291
16 CU/MGT/LSZH 6,203 95 CU/MGT/LSZH 36,991
25 CU/MGT/LSZH 9,711 120 CU/MGT/LSZH 46,784
35 CU/MGT/LSZH 13,288 150 CU/MGT/LSZH 57,960
50 CU/MGT/LSZH 17,932 185 CU/MGT/LSZH 71,579
70 CU/MGT/LSZH 25,622 240 CU/MGT/LSZH 92,536
95 CU/MGT/LSZH 35,380

120 CU/MGT/LSZH 44,464
150 CU/MGT/LSZH 54,564
185 CU/MGT/LSZH 68,326
240 CU/MGT/LSZH 89,555
300 CU/MGT/LSZH 112,126
400 CU/MGT/LSZH 143,093
500 CU/MGT/LSZH 180,040
630 CU/MGT/LSZH 231,580

1%
5%

Extra for Special Construction
Anti-Termite and

Anti-Rodent Sheath 6%

Caledonian Price List for 450/750V Mica+LSZH Insulated Non-Sheathed Fire Resistant Cable
Standard adapted from BS EN 50525-3-41

Caledonian: FFX100 07mZ-R 1CX
Cond. Size

(sqmm) Description Quotation
(USD/km)

Caledonian: FFX100 07mZ-K 1CX
Cond. Size

(sqmm) Description Quotation
(USD/km)

Note: Caledonian Part No.: m=Mica glass tape; Z=Crosslinked LSZH; -R=IEC 60228 Class 2;  -K=IEC 60228
Class 5; C=Core; X=Conductor Size

UV Resistant Sheath
Hydrocarbon Resistant Sheath
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