
1.5 CU/XLPE/PVC 836 1.5 CU/XLPE/PVC 1,584

2.5 CU/XLPE/PVC 1,186 2.5 CU/XLPE/PVC 2,291

4 CU/XLPE/PVC 1,745 4 CU/XLPE/PVC 3,422

6 CU/XLPE/PVC 2,466 6 CU/XLPE/PVC 4,886

10 CU/XLPE/PVC 3,937 10 CU/XLPE/PVC 7,871

16 CU/XLPE/PVC 6,033 16 CU/XLPE/PVC 12,130

25 CU/XLPE/PVC 9,387 25 CU/XLPE/PVC 18,947

35 CU/XLPE/PVC 12,822 35 CU/XLPE/PVC 25,937

50 CU/XLPE/PVC 17,216 50 CU/XLPE/PVC 34,877

70 CU/XLPE/PVC 24,640 70 CU/XLPE/PVC 49,990

95 CU/XLPE/PVC 33,951 95 CU/XLPE/PVC 68,899

120 CU/XLPE/PVC 42,728 120 CU/XLPE/PVC 86,883

150 CU/XLPE/PVC 52,474 150 CU/XLPE/PVC 106,798

185 CU/XLPE/PVC 65,643 185 CU/XLPE/PVC 133,781

240 CU/XLPE/PVC 86,018 240 CU/XLPE/PVC 175,414

300 CU/XLPE/PVC 107,681 300 CU/XLPE/PVC 219,516

400 CU/XLPE/PVC 137,499 400 CU/XLPE/PVC 280,627

500 CU/XLPE/PVC 173,082

630 CU/XLPE/PVC 223,234

800 CU/XLPE/PVC 284,999

1000 CU/XLPE/PVC 358,717

1.5 CU/XLPE/PVC 2,387 1.5 CU/XLPE/PVC 3,029

2.5 CU/XLPE/PVC 3,450 2.5 CU/XLPE/PVC 4,431

4 CU/XLPE/PVC 5,149 4 CU/XLPE/PVC 6,677

6 CU/XLPE/PVC 7,348 6 CU/XLPE/PVC 9,589

10 CU/XLPE/PVC 11,831 10 CU/XLPE/PVC 15,532

16 CU/XLPE/PVC 18,225 16 CU/XLPE/PVC 24,021

25 CU/XLPE/PVC 28,460 25 CU/XLPE/PVC 37,605

35 CU/XLPE/PVC 38,951 35 CU/XLPE/PVC 51,553

50 CU/XLPE/PVC 52,370 50 CU/XLPE/PVC 69,389

70 CU/XLPE/PVC 75,188 70 CU/XLPE/PVC 99,863

95 CU/XLPE/PVC 103,741 95 CU/XLPE/PVC 137,639

120 CU/XLPE/PVC 130,766 120 CU/XLPE/PVC 173,752

150 CU/XLPE/PVC 160,507 150 CU/XLPE/PVC 213,299

185 CU/XLPE/PVC 201,241 185 CU/XLPE/PVC 267,435

240 CU/XLPE/PVC 263,778 240 CU/XLPE/PVC 350,601

300 CU/XLPE/PVC 330,009 300 CU/XLPE/PVC 439,037

400 CU/XLPE/PVC 421,491 400 CU/XLPE/PVC 560,765

Caledonian Price List for 600/1000V Unarmoured XLPE Insulated PVC Sheathed Cable

Certification：TUV SUD        Standard: IEC 60502-1

Caledonian: FGD300 1RV-R 1CX

Cross

Section
Description

Quotation

(USD/km)

Caledonian: FGD400 1RV-R 2CX

Cross

Section
Description

Quotation

(USD/km)

VDE: N2XY 1CX VDE: N2XY 2CX

Caledonian: FGD400 1RV-R 3CX Caledonian: FGD400 1RV-R 4CX

VDE Part No.: N=Copper; 2X=XLPE; Y=PVC; C=Core; X=Conductor Size

We can also supply grounding wire if requested with G instead of C. (For example, 5G means 4C+E)

Note: Caledonian Part No.: R=XLPE; V=PVC; -R=IEC 60228 Class 2; C=Core; X=Conductor Size

VDE: N2XY 3CX
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VDE: N2XY 4CX
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