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 Certificate No.: SAA161181 

   
Certificate Holder: Caledonian Cables Limited 

1/F CMA Building,  
64-66 Connaught Road,  
Central 
Hong Kong 
 

 Class Description: Non-Declared 
 Product Description: Cable (Single core, sheathed and circular) 
 Brand Name: CALEDONIAN 
 Model No.: CU/XLPE X-90/PVC 5V-90 1C* Series 
 Markings: 0.6/1kV 
 Standard: AS/NZS 5000.1:2005 Inc A1 
 Conditions: Nil 
 
 Certification Mark: SAA161181 or RCM 
 
 Date First Registered:  14 June 2016 
 Date of Expiry:  14 June 2021 
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*Addendum* 
 

 Certificate No.: SAA161181 

 Date of Issue: 14 June 2016  
 Class Description: Non-Declared 
 Product Description: Cable (Single core, sheathed and circular) 
 
General Modification: 
For CU/XLPE X-90/PVC 5V-90 1C* Series:  
'*' denotes core cross-sectional area in mm² and can be 25-630mm². 
 
Additional Models Description 
CU/XLPE X-90/PVC 5V-90 2C* Series Similar to CU/XLPE X-90/PVC 5V-90 1C* Series except for  

2 core. 

CU/XLPE X-90/PVC 5V-90 3C(2C+E)* Series Similar to CU/XLPE X-90/PVC 5V-90 1C* Series except for  
2 core + Earth. 

CU/XLPE X-90/PVC 5V-90 4C(3C+E)* Series Similar to CU/XLPE X-90/PVC 5V-90 1C* Series except for  
3 core + Earth. 

CU/XLPE X-90/PVC 5V-90 5C(4C+E)* Series Similar to CU/XLPE X-90/PVC 5V-90 1C* Series except for  
4 core + Earth. 
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